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Picture #29

Picture #30

NE corner of LP

Hwy 162 east
to Oroville

Sediment laden storm water discharge
to Hwy 162 NE side of LP

Hwy 162 west
to Hwy 99

Sediment laden storm water discharge from LP to
south side of Hwy 162 at north boundary of LP

Table Mountain
Golf Course

Flow
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Picture #31

Picture #32

Sediment laden storm
water discharge at NW
corner of LP

NW corner of LP

Ineffective erosion
control BMP

Gully erosion on down slopes

No erosion control BMPs
deployed on LP plateau
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Picture #33

Picture #34

Close-up of gully
erosions NW corner
of LP

No erosion control BMPs on
plateau of NW corner of LP

More gully erosion east of
NW corner of LP
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Picture #35

Picture #36

No erosion control BMPs on plateau of development looking towards SE corner of LP

No erosion control BMPs
observed looking west from
SE corner of LP
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Picture #37

Picture #38

No erosion control BMPs deployed looking west from middle of eastern side of LP

Silt fence sediment control BMP not
maintained, sediment laden storm water
discharging on east side of LP
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Picture #39

Picture #40

Silt fence BMP failure, discharge of sediment
laden storm water to wetland area on eastside
of LP adjacent to golf course

Silt fence and straw waddle
BMP failure at NE corner of LP

Flow

Sediment laden storm water
discharging under silt fence

Flow
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Picture #41

Picture #42

Multiple silt fences BMP
failure at NE corner of LP

Ineffective straw bale BMP
protection at south side Hwy
162 west of and adjacent to
NEXRAD Radar access road,
NE corner of LP

Sample No. 2
Total suspended solids: 1920 mg/L
Turbidity: 1960 NTUs
Settleable solids: 0.1 mL/L/hr

Flow goes under NEXRAD Radar
access road to golf course property
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Picture #43

Picture #44

Sample No. 1
Total suspended solids: 1640 mg/L
Turbidity: 2590 NTUs
Settleable solids: 0.1 mL/L/hr

Ineffective straw bale
BMP protection at south
side Hwy 162 east of and
adjacent to NEXRAD
Radar access road NW
corner of golf course

View looking east from
NEXRAD Radar access road
at NW corner of golf course

Sediment laden storm water discharged
from LP onto golf course property

Flow

Flow from LP roadside
drainage culvert
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Picture #45

Picture #46

NEXRAD

Sediment laden storm water discharge from LP
to wetlands and ephemeral drainage between
access road and development

Dual culverts that convey storm water from the LP to the east under
NEXRAD Radar access road discharging into ephemeral drainage that
bisects west boundary of golf course property and the eastern side of LP

Flow

Flow

Dual road culvert
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Picture #47

Picture #48

Discharge from dual culverts into ephemeral drainage
adjacent to western boundary of golf course

Sample No. 5
Total suspended solids: 2080 mg/L
Turbidity: 3000 NTUs
Settleable solids: <0.1 mL/L/hr

Flow
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Picture #49

Picture #50

View looking from dual culvert on
NEXRAD Radar access road east
towards golf course and sediment
impacted ephemeral drainage

Flow

Flow

View looking south of impacted
ephemeral drainage on western
boundary of golf course, north of
NEXRAD Radar facility

NEXRAD
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Picture #52

Picture #51

View looking southeast at impacted wetland, ephemeral drainage and golf course, south of
NEXRAD Radar facility. The clean storm water flow is from the parcel to the south of LP

Flow

Sample No. 6
Total suspended solids: 5 mg/L
Turbidity: 10.2 NTUs
Settleable solids: <0.1 mL/L/hr

Ephemeral drainage immediately
north of NEXRAD Radar facility

Flow from parcel south of LP
(Linkside Place Phase II)

Flow

Flow
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Picture #53

Picture #54

Sample No. 7
Total suspended solids: 8 mg/L
Turbidity: 20.9 NTUs
Settleable solids: <0.1 mL/L/hr

View looking north at NEXRAD
Radar Facility from ephemeral
drainage from undeveloped parcel
south of LP (Linkside Place Phase II)

View looking south from ephemeral drainage of
parcel south of LP (Linkside Place Phase II),
immediately south of NEXRAD Radar Facility

Same sample
as Picture #53

Flow
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Picture #55

Picture #56

View looking east towards NEXRAD Facility from parcel
south of LP (Linkside Place Phase II) at wetland ephemeral
drainage sample on western side of NEXRAD Facility

Sample No. 3
Total suspended solids: 10 mg/L
Turbidity: 55.6 NTUs
Settleable solids: <0.1 mL/L/hr

Same sample
as Picture #55
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Picture #57

Picture #58

Delineated wetland area southeast of LP, west of
NEXRAD road, north of NEXRAD Facility

Delineated wetland sign

Sample No. 4
Total suspended solids: 2300 mg/L
Turbidity: 2770 NTUs
Settleable solids: 0.1 mL/L/hr

Close-up of sign
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Picture #59

Sample No. 8
Total suspended solids: 1760 mg/L
Turbidity: 2600 NTUs
Settleable solids: <0.1 mL/L/hr

Looking west, 150 feet east of NE corner of LP
sample taken from underroad culvert discharging
ponded sediment laden storm water from golf course
NW corner to north side of HWY 162

Northeast corner of LP

Picture #60

Ponded sediment-
laden storm water at
NW corner golf course

Flow

Sample No. 9
Total suspended solids: 285 mg/L
Turbidity: 925 NTUs
Settleable solids: <0.1 mL/L/hr
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Picture #61

Picture #62

Looking south at LP from pastureland on
north side Hwy 162 at NW corner of LP

Sediment laden storm water
discharging into ephemeral
drainage on north side Hwy
162 from NW corner LP

Sample No. 10
Total suspended solids: 174 mg/L
Turbidity: 305 NTUs
Settleable solids: <0.1 mL/L/hr

Flow

North side Hwy 162
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Picture #63

Picture #64

Sediment laden storm water from eastern side of LP
discharging into ephemeral drainage on pastureland
north side Hwy 162. No sample taken out of bottles

Sediment laden storm water bubbling up in wetland area between westside of
NEXRAD Radar access road and eastern boundary of LP. This was also
documented in Picture #23 from 18 February 2004 inspection report.

Flow


